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TIFAS® multigrip blind rivets

Dome head
a
Material
. Sleeve pdk
Steel SAE 1006 or equivalent ~
zinc, passivate
1 T 7775
B mandrel 1 ?_fé@ B
Steel SAE 1018/1035 N
zinc, passivate
Nominal Hole-g Grip range Sleeve Head Mandrel Strength’ Part No.
size-g S length g Height g nominal
d [+04-02 | dy025 | k=025 | dmpynom | Shear Tensile
[mm] [mm] [mm] [mm] [mm] [mm] [mm] (N] [N]
3.2 33-34 1.0-4.0 9.0 7.2 0.85 2.1 1510 1717 421 021
1.0-90 13.0 7.2 0.85 2.1 1510 1717 421 0232
4.0 41-42 14-50 11.0 8.1 1.20 2.7 1962 2355 421028
14-80 14.0 8.1 1.20 2.7 1962 2355 421 032
4.8 49-50 1.0-4.0 9.0 9.8 1.45 2.9 4415 3826 421 067
1.0-6.0 11.0 9.8 1.45 29 4415 3826 421 068
1.0-9.0 14.0 9.8 1.45 2.9 4415 3826 421 069
3.0-120 17.0 9.8 1.45 2.9 4415 3826 421 072
6.4 6.7-6.9 15=175 14.5 13.0 3.0 42 6867 4120 -

" Minimum based on rivet failure
2 Long mandrel 50 mm
% The shear strength is affected by the position of the broken mandrel on the shear plane

On request: e Other types
e Nominal size 4.8 mm with large head 14.0 mm

We reserve the right to amend specifications at any time.

68

e Nominal size 4.8 mm with extra-large head 15.85 mm. e.g. Part No. 423 067

e (ther surface coatings/proporties
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TIFAS® multigrip blind rivets

Countersunk head 120°
A
Material 3
gdm : -
gd ( . Sleeve =
= Steel SAE 1006 or equivalent
e — — zinc, passivate
“ NN 1\‘ AR \7 |
e I B mandrel
= Steel SAE 1018/1035
ad zinc, passivate
Nominal Hole-g Grip range Sleeve Head Mandrel Strength’ Part No.
size-g S length g Height g nominal
d [+04-02 | dy025 | k020 | dymom | Shear Tensile
[mm] [mm] [mm] [mm] [mm] [mm] [mm] [N] [N]
4.8 49-50 25-6.0 11.0 8.65 1.3 2.9 4415 3826 421 073
3.0-90 14.0 8.65 1.3 2.9 4415 3826 -
40-120 17.0 8.65 13 2.9 4415 3826 -
9.0-17.0 22.0 8.65 1.3 2.9 4415 3826 421 071
" Minimum based on rivet failure
2 The shear strength is affected by the position of the broken mandrel on the shear plane
On request: e Other types
e Qther surface coatings/proporties
We reserve the right to amend specifications at any time.
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TIFAS® multigrip blind rivets

Dome head
a
Material
odm
. Sleeve pdk
Aluminium AlMg 2/2.5 ~
. Mandrel g zézi ézg B
Steel zinc bl pe s
ad
Nominal Hole-g Grip range Sleeve Head Mandrel Strength’ Part No.
size-g S length g Height [/ nominal
d [+04-02 | dy=025 | k=01 | dpnom | Shear Tensile
[mm] [mm] [mm] [mm] [mm] [mm] [mm] [N] (N]
3.2 33-34 08-48 8.0 6.4 0.95 1.8 700 1000 421121
40-8.0 11.0 6.4 0.95 18 700 1000 421 122
4.0 41-42 13-38 7.0 7.9 1.20 2.2 1100 1700 421134
12-65 10.0 7.9 1.20 2.2 1100 1700 421130
40-95 12.7 7.9 1.20 2.2 1100 1700 421 132
8.0-135 17.0 7.9 1.20 2.2 1100 1700 421129
4.8 49-50 16-6.4 10.3 9.8 1.45 2.8 1500 2300 421141
48-111 15.0 9.8 1.45 2.8 1500 2300 429 127
75-120 16.9 9.8 1.45 2.8 1500 2300 421143
9.0-15.0 19.5 9.8 1.45 2.8 1500 2300 421149
12.7-19.8 24.8 9.8 1.45 2.8 1500 2300 421144
" Minimum based on rivet failure
We reserve the right to amend specifications at any time.
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TIFAS® multigrip blind rivets

Large dome head

/a
Material 3
ﬂdm | ;
pdy o e . Sleeve =
‘ = Aluminium AIMg 2/2.5
N P ——
w¢ A i . Mandrel
¢ N SN Yy = .
ek Steel zinc
ad
Nominal Hole-g Grip range Sleeve Head Mandrel Strength’ Part No.
size-g S length g Height [/ nominal
d [+04-02 | dg=03 | k=075 | dpnom | Shear Tensile
[mm] [mm] [mm] [mm] [mm] [mm] [mm] (N] (N]
4.0 41-42 32-79 1.1 1.0 15 2.2 1100 1700 423 132
4.8 49-51 16-64 10.0 16.0 18 2.8 1500 2300 423 150
6.4-12.7 16.0 16.0 18 2.8 1500 2300 423 152
12.0-20.0 24.8 16.0 18 2.8 1500 2300 423 154

" Minimum based on rivet failure

Nominal size 4.0 mm with stainless steel mandrel e.g. Part No. 423 232 on request.

We reserve the right to amend specifications at any time.
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TIFAS® multigrip blind rivets

Countersunk head 120°

A
Material
odm
. Sleeve ad
Aluminium AlMg 2/2.5 =
NSy e Ay =
B mandrel 15 TR B I
Steel zinc S I R
ad
Nominal Hole-g Grip range Sleeve Head Mandrel Strength’ Part No.
size-g S length g Height g nominal
d [+04-02 | dg015 | k<07 | dy nom Shear Tensile
[mm] [mm] [mm] [mm] [mm] [mm] [mm] (N] [N]
4.8 49-50 32-79 12.1 8.8 1.35 2.8 1500 2300 422 140
6.4-12.7 16.9 8.8 1.35 2.8 1500 2300 422 142

" Minimum based on rivet failure

We reserve the right to amend specifications at any time.
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TIFAS® multigrip blind rivets

Dome head
o
Material
odm

pd . Sleeve

~ Aluminium AlMg 2/2.5
N g:ﬂ@d Kgij R Mandrel
dLbeen s pEs s Stainless steel AlS| 434
> 1.4113
ad
Nominal Hole-g Grip range Sleeve Head Mandrel Strength’ Part No.
size-g S length g Height [/ nominal
d [+04-02 | dy=025 | k=071 | dpnom | Shear Tensile
[mm] [mm] [mm] [mm] [mm] [mm] [mm] [N] (N]

3.2 33-34 08-48 8.0 6.4 0.95 18 700 1000 421 221
4.0 41-42 1.3-6.3 95 79 1.20 2.2 1100 1700 421 230
45-85 12.7 7.9 1.20 2.2 1100 1700 421 232
6.4-13.0 16.9 79 1.20 2.2 1100 1700 421 233
4.8 49-50 16-6.3 10.3 9.8 1.45 2.8 1500 2300 421 243
48-111 15.1 9.8 1.45 2.8 1500 2300 421 244

" Minimum based on rivet failure

We reserve the right to amend specifications at any time.
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TIFAS® multigrip blind rivets

Dome head
A
Material
Sleeve pd
Stainless steel AISI 304 ~
Mandrel "’7? K/Zij R
Stainless steel AlSI 434 bl pe s
Rost]
frev
Nominal Hole-g Grip range Sleeve Head Mandrel Strength’ Part No.
size-g S length g Height g nominal
d [+04-02 | dy025 | k025 | Oy nom Shear Tensile
[mm] [mm] [mm] [mm] [mm] [mm] [mm] (N] ‘ IN]
4.8 49-50 15-6.0 10.3 9.8 1.85 34 6475 5003 421 741
25-175 12.7 9.8 1.85 34 6475 5003 421 742

" Minimum based on rivet failure

Other types on request.

We reserve the right to amend specifications at any time.
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