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HUCKTAINER® pins and collars

Bolt with sprayed seal

(liquid seal) k L,
L1
Material L,
. Steel zinc 1.5508 A_\_
(AISI 10B22) ' S R S iiii
min 10 pm v ‘')
colourless chromated S
Seal
Nominal| Hole-g Grip range Shaft Pin Head | Head Tensile Part No.
pin-g length shank height strength
i 2
d Lnom |Lqnom | Ly nom | dqnom | dy max | kmax nom Sleeve' Pin
[mm] | [mm] [mm] [mm] | [mm] | [mm] | [mm] | [mm] | [mm] IN] W Steel M Steel
10 [103-10.7| 143-175 32 | 582 | 160 | 100 | 212 | 37 3560 378 250" 378 230
15.9-19.0 4.0 60.1 17.6 10.0 21.2 37 3560 378 250" 378 231
17.5-20.6 5.6 61.4 19.2 10.0 21.2 37 3560 378 250" 378 232
19.0-22.2 6.7 63.2 208 10.0 212 3.7 3560 378 250" 378 233
206 -23.8 8.8 64.6 22.4 10.0 21.2 37 3560 378 250" 378 234
222 -254 104 66.4 240 10.0 21.2 37 3560 378 250" 378 235
23.8-27.0 11.9 68.0 255 10.0 212 3.7 3560 378 250" 378 236
25.4-28.6 185 69.6 271 10.0 21.2 37 3560 378 250" 378 237
27.0-30.2 15.1 1.2 28.7 10.0 21.2 37 3560 378 250" 378 238
286317 16.7 72.8 303 10.0 212 3.7 3560 378 250" 378 239
30.2-33.3 18.3 744 31.9 10.0 21.2 37 3560 378 250" 378 240
33.3-36.5 19.9 775 35.1 10.0 21.2 37 3560 378 250" 378 242
" Alternatively also 378 251
On request: e Other grip ranges from 11 mm to 49.2 mm
e (Collars must be ordered separately
We reserve the right to amend specifications at any time.
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HUCKTAINER® pins and collars

Collars
F Material
F
B steel zinc clear 11121
| — N (AISI 1010)
| < | < min 10 pm
[ — 1 . chromated
i' 378 251
Nominal pin-g Head-g Head height Part No.
A F
max max
[mm] [mm] [mm] M Steel
10 29.5 3.8 378 250
10 16.0 3.0 378 251
We reserve the right to amend specifications at any time.
Th1424GB(0110)2 TITGEMEYER®® Telephone: +49 (0)541/5822-0 Telefax: +49 (0)541/5822-494  E-Mail: export@titgemeyer.com 247

[22)
e
[<E)
k)
w
>
w
=
o)
S
(<5
(2]
[72]
<<




NOTES
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