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■ RIV-TI® Plus blind rivet nuts
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RIV-TI® Plus blind rivet nuts

Tb1416GB(0110)2Telephone: +49 (0)5 41/58 22-0    Telefax: +49 (0)5 41/58 22-494    E-Mail: export@titgemeyer.comL

Flat head
Blind rivet nut and threaded insert 
in one. Especially suited for high
strength applications and suitable for
soft materials due to the large setting
head and blind-side footprint. Simple
installation from one side.

Material

Steel zinc 

We reserve the right to amend specifications at any time.

Thread 
d1

M 4

M 5

M 6

M 8

M 10

Hole-ø

[mm]

6.12 – 6.25

6.12 – 6.25

7.47 – 7.62

7.47 – 7.62

8.79 – 8.93

8.79 – 8.93

11.10 – 11.30

11.10 – 11.30

13.06 – 13.26

13.06 – 13.26

Description

SM04P0380

SM04P0685

SM05P0445

SM05P0810

SM06P0710

SM06P1270

SM08P0710

SM08P1270

SM10P0710

SM10P1270

Part No.

331 805

331 806

331 800

331 801

331 810

331 811

331 815

331 816

331 820

331 821

Grip range 
s

[mm]

0.50 – 3.80

3.80 – 6.85

0.50 – 4.45

4.45 – 8.10

0.50 – 7.10

7.10 – 12.70

0.50 – 7.10

7.10 – 12.70

0.50 – 7.10

7.10 – 12.70

Head-ø
D

[mm]

11.1

11.1

12.7

12.7

15.9

15.9

19.1

19.1

22.2

22.2

Head height
k

[mm]

1.0

1.0

1.0

1.0

1.5

1.5

1.6

1.6

2.2

2.2

Body-ø
d

[mm]

6.1

6.1

7.4

7.4

8.7

8.7

11.1

11.1

13.0

13.0

Body length 
L

[mm]

16.7

19.8

21.0

23.8

25.4

31.3

29.0

34.9

30.9

36.5

■ Steel, zinc


