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MEGA ORLOCK 68 -TECHNICAL DATA
TEMPORARY FOR ILLUSTRATION ONLY

MEGAORLOCK MULTI GRIP STRUCTURAL RIVET 6.8 mm.
TRIPLE LOCKING SYSTEM

ST/ST FASTENER BM HEAD M -
5.9+0.6 N .

® 10 max

N L G » min 25mm -
D
SIZE | RIVET CODE RIVET © A DA, H N
LENGTH| GRIP |DIA.|..s.| E |DIA.| m | M3
L 03 RANGE |+-0.08| 015 | +0.3 | +/0.4| +-2
MK68125BM | 12.5 | 2.4-5.6 48 | 17.0
615;4 MK68175BM | 17.5 | 5.6-104|, o | o0 |5.60(0.80/ 53 | 220
SMM | MKkes225BM | 22.5 |10.4 - 15.1 58 | 27.0
MK68275BM | 27.5 |[15.1-19.9 63 | 320
RIVET
el SHEAR STRENGTH, Nom. TENSILE STRENGTH, Nom.
N Kgf N Kgf
MK68BM
22710 2315 14470 1475
BODY MATERIAL LOW CARBON STEEL
MANDREL MATERIAL CARBON STEEL
FINISH ZINC COATED - Cr (VI) FREE PASSIVATION
RECOMMENDED HOLE SIZE 7.03 - 7.43 mm
NOTES:

1) ALL SIZES ARE IN MM.

2) RECOMMENDED RIVETING TOOL: HYDRO PNEUMATIC; HEAVY DUTY, Koby Golan
MINIMUM TRACTION POWER 2700 Kdf.; R&D Manager
WITH A SPECIAL NOSEPIECE. ORNIT BLIND RIVETS

4) SHEAR AND TENSILE STRENGTH VARY DUE TO g i s

DIFFERENT GRIP RANGE AND HOLE SIZE. 0606 /247 3

5) THIS TECHNICAL DATA AND THE MEGA ORLOCK RIVETS, ARE PROPERTIES OF -
ORNIT BLIND RIVETS. DO NOT COPY. /
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