
Smart. Solid. Secure.

sPeed rivets

ECONOMICALLY and 
efficiently connecting
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The efficient way of PROFESSIONAL fastening

Smart.
clever faSteninG SolutionS

Solid.
StaBle and duraBle

Secure.
decadeS of KnoW-HoW
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As a specialist for high-quality fastening equipment, internationally renowned 
KVT-Fastening Group offers one of the broadest product portfolios in the market. 
Innovative installation, automation and services supplement the Group’s product 
range throughout the world.

KVT sees itself as a partner to its clients, a claim which it backs up with products 
of its own brand FASTEKS+®. KVT offers a broad range of innovative, high-end 
fastening components under the brand FASTEKS+®.

And KVT also supplies the leading brands in fastening technology. A global 
network of key accounts and an established distributor network mean optimal 
customer service and fast availability.

With over 80 years of experience providing solution-oriented know-how and 
consulting excellence, the KVT-Fastening Group provides reliability, efficiency and 
value for its customers.

FASTEKS+®  
Smart. Solid. Secure. 

Professional 
quality By Kvt
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fasteKs+® 
fastening 
technology
In all branches of industry, more and more small and mid-sized 
series must be produced efficiently. With the FASTEKS+® speed 
rivet system, we offer the perfect solution. This system allows an 
extremely precise and economical installation with relatively low 
investment costs.
The FIXRIV, with its large secondary expansion, provides a high 
clamping force and, along with the hole filling, ensures a good 
shear performance as well as excellent vibration resistance.
The FIXSHO is particularly well-suited for fastening soft and brittle 
materials. 
The FIXSCREW is used for fastening components that must be 
removable.

advantages
 �Secure installation of rivet types
 �High product safety
 Quick reloading of the magazined speed rivets
 �No mandrel rest to fall off
 High rivet performance

  �oPtimal fastening, 
increased lifesPan

   www.kvt-fastening.com
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SMART. SOLID. SECURE.

Content

  6 –   7
  8 –   9
10 – 11
12 – 13

SPEED RIVETS FIXRIV
Domed head with nom. shank diameter 2.4, 3.2, 4.0, 4.8 
Countersunk head with nom. shank diameter 3.2, 4.0
Aluminum
Zinc-plated steel
Brass
Stainless steel

14
15
16
17

speed rivets fiXsho
Domed head with nom. shank diameter 2.4, 3.2, 4.0, 4.8
Aluminum
Zinc-plated steel
Brass
Stainless steel

18

sPeed rivets fiXscrew
Domed head with nom. shank diameter 3.0, 3.5, 4.0 
Zinc-plated steel

19 Mandrel and spring

20 Nose pieces and parts

21 Tools

22 Installation

   All dimensions are specified in mm.
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FASTEKS+® | sPeed rivets

sPEED RIVETS FIXRIV | aluminum

DOMED head

Material
Aluminum

Additional types on request

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

2,4
(2,35 max.)

2,36 – 2,44

1,14 – 2,42 3,98

0,89 4,30

64

266 444

ADF - 0304

2,15 – 3,43 5,00 52 ADF - 0306

3,17 – 4,45 6,02 44 ADF - 0308

3,2
(3,14 max.)

3,26 – 3,34

0,64 – 1,91 3,86

0,99 6,60

59

756 1.312

ADF - 0403

1,14 – 2,42 4,37 58 ADF - 0404

1,65 – 2,87 4,87 50 ADF - 0405

2,15 – 3,43 5,39 48 ADF - 0406

3,17 – 4,45 6,41 42 ADF - 0408

4,19 – 5,47 7,42 37 ADF - 0410

5,20 – 6,48 8,44 33 ADF - 0412

6,22 – 7,50 9,45 29 ADF - 0414

4,0
(3,88 max.)

3,97 – 4,04

1,57 – 2,93 4,91

0,99 8,30

52

1.134 1.734

ADF - 0505

2,66 – 3,94 5,92 44 ADF - 0507

3,68 – 4,96 6,94 39 ADF - 0509

4,69 – 5,97 7,95 34 ADF - 0511

5,71 – 6,99 8,97 31 ADF - 0513

6,73 – 8,00 9,98 26 ADF - 0515

4,8
(4,77 max.)

4,85 – 4,93

1,65 – 3,30 5,39

1,17 9,80

46

1.512 2.240

ADF - 0606

2,03 – 3,94 6,10 42 ADF - 0607

3,68 – 5,21 7,37 35 ADF - 0609

4,95 – 6,48 8,64 31 ADF - 0611

6,22 – 7,75 9,91 27 ADF - 0613

7,49 – 9,02 11,18 24 ADF - 0615

8,76 – 10,29 12,45 22 ADF - 0617

10,03 – 11,56 13,46 20 ADF - 0619
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FASTEKS+® | sPeed rivets

COUNTERSUNK HEAD

Material
Aluminum

Additional types on request

SPEED RIVETS FIXRIV | aluminum

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description

3,2
(3,17 max.)

3,26 – 3,34

1,45 – 1,70 4,19 0,74

0,69

0,76

5,50

72

756 1.312

ACF - 0404

1,27 – 2,29 4,32 72 ACF - 0405

1,52 – 2,79 4,77 64 ACF - 0406

2,54 – 3,81 5,79 52 ACF - 0407

3,56 – 4,83 6,81 44 ACF - 0408

4,57 – 5,84 7,82 38 ACF - 0410

5,59 – 6,86 8,84 33 ACF - 0411

4,0
(3,90 max.)

3,97 – 4,04

1,57 – 2,93 5,18

1,02 6,50

59

1.134 1.734

ACF - 0505

2,15 – 3,43 5,69 54 ACF - 0506

2,66 – 3,94 6,19 49 ACF - 0507

3,68 – 4,96 7,21 42 ACF - 0509

4,69 – 5,97 8,22 36 ACF - 0511

5,71 – 5,99 9,24 32 ACF - 0513
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SPEED RIVETS FIXRIV | Zinc-Plated steel

DOMED head

Material
Zinc-plated steel

Additional types on request

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

2,4
(2,35 max.)

2,36 – 2,44

1,14 – 2,42 3,98

0,89 4,30

64

355 533

SDF - 0304

2,15 – 3,43 5,00 52 SDF - 0306

3,17 – 4,45 6,02 44 SDF - 0308

3,2
(3,14 max.)

3,26 – 3,34

0,64 – 1,91 3,86

0,99 6,60

59

1.134 1.832

SDF - 0403

1,14 – 2,42 4,37 58 SDF - 0404

1,65 – 2,87 4,87 50 SDF - 0405

2,15 – 3,43 5,39 48 SDF - 0406

3,17 – 4,45 6,41 42 SDF - 0408

4,19 – 5,47 7,42 37 SDF - 0410

5,20 – 6,48 8,44 33 SDF - 0412

6,22 – 7,50 9,45 29 SDF - 0414

4,0
(3,88 max.)

3,97 – 4,04

1,57 – 2,93 4,91

0,99 8,30

52

1.645 2.802

SDF - 0505

2,66 – 3,94 5,92 44 SDF - 0507

3,68 – 4,96 6,94 39 SDF - 0509

4,69 – 5,97 7,95 34 SDF - 0511

5,71 – 6,99 8,97 31 SDF - 0513

6,73 – 8,00 9,98 26 SDF - 0515

4,8
(4,77 max.)

4,85 – 4,93

1,65 – 3,30 5,39

1,17 9,80

46

2.246 1.714

SDF - 0606

2,03 – 3,94 6,10 42 SDF - 0607

3,68 – 5,21 7,37 35 SDF - 0609

4,95 – 6,48 8,64 31 SDF - 0611

6,22 – 7,75 9,91 27 SDF - 0613

7,49 – 9,02 11,18 24 SDF - 0615

8,76 – 10,29 12,45 22 SDF - 0617

10,03 – 11,56 13,46 20 SDF - 0619

   www.kvt-fastening.com

FASTEKS+® | sPeed rivets
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COUNTERSUNK HEAD

Material
Zinc-plated steel

Additional types on request

SPEED RIVETS FIXRIV | Zinc-Plated steel

   www.kvt-fastening.com

FASTEKS+® | sPeed rivets

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

3,2
(3,17 max.)

3,26 – 3,34

1,45 – 1,70 4,19 0,74

0,69

0,76

5,50

72

947 1.646

SCF - 0404

1,27 – 2,29 4,32 72 SCF - 0405

1,52 – 2,79 4,77 64 SCF - 0406

2,54 – 3,81 5,79 52 SCF - 0407

3,56 – 4,83 6,81 44 SCF - 0408

4,57 – 5,84 7,82 38 SCF - 0410

5,59 – 6,86 8,84 33 SCF - 0411

4,0
(3,90 max.)

3,97 – 4,04

1,57 – 2,93 5,18

1,02 6,50

59

1.645 2.802

SCF - 0505

2,15 – 3,43 5,69 54 SCF - 0506

2,66 – 3,94 6,19 49 SCF - 0507

3,68 – 4,96 7,21 42 SCF - 0509

4,69 – 5,97 8,22 36 SCF - 0511

5,71 – 5,99 9,24 32 SCF - 0513
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SPEED RIVETS FIXRIV | brass

DOMED HEAD

Material
Brass

Additional types on request

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

2,4
(2,35 max.)

2,36 – 2,44

1,14 – 2,42 3,98

0,89 4,30

64

453 889

BDF - 0304

2,15 – 3,43 5,00 52 BDF - 0306

3,17 – 4,45 6,02 44 BDF - 0308

3,2
(3,14 max.)

3,26 – 3,34

0,64 – 1,91 3,86

0,99 6,60

59

1.112 1.912

BDF - 0403

1,14 – 2,42 4,37 58 BDF - 0404

1,65 – 2,87 4,87 50 BDF - 0405

2,15 – 3,43 5,39 48 BDF - 0406

3,17 – 4,45 6,41 42 BDF - 0408

4,19 – 5,47 7,42 37 BDF - 0410

5,20 – 6,48 8,44 33 BDF - 0412

6,22 – 7,50 9,45 29 BDF - 0414

4,0
(3,88 max.)

3,97 – 4,04

1,57 – 2,93 4,91

0,99 8,30

52

1.868 2.757

BDF - 0505

2,66 – 3,94 5,92 44 BDF - 0507

3,68 – 4,96 6,94 39 BDF - 0509

4,69 – 5,97 7,95 34 BDF - 0511

5,71 – 6,99 8,97 31 BDF - 0513

6,73 – 8,00 9,98 26 BDF - 0515

4,8
(4,77 max.)

4,85 – 4,93

1,65 – 3,30 5,39

1,17 9,80

46

2.312 3.602

BDF - 0606

2,03 – 3,94 6,10 42 BDF - 0607

3,68 – 5,21 7,37 35 BDF - 0609

4,95 – 6,48 8,64 31 BDF - 0611

6,22 – 7,75 9,91 27 BDF - 0613

7,49 – 9,02 11,18 24 BDF - 0615

8,76 – 10,29 12,45 22 BDF - 0617

10,03 – 11,56 13,46 20 BDF - 0619

   www.kvt-fastening.com

FASTEKS+® | sPeed rivets
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COUNTERSUNK HEAD

Material
Brass

Additional types on request

SPEED RIVETS FIXRIV | brass

   www.kvt-fastening.com

FASTEKS+® | sPeed rivets

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

3,2
(3,17 max.)

3,26 – 3,34

1,45 – 1,70 4,19 0,74

0,69

0,76

5,50

72

N/A N/A

BCF - 0404

1,27 – 2,29 4,32 72 BCF - 0405

1,52 – 2,79 4,77 64 BCF - 0406

2,54 – 3,81 5,79 52 BCF - 0407

3,56 – 4,83 6,81 44 BCF - 0408

4,57 – 5,84 7,82 38 BCF - 0410

5,59 – 6,86 8,84 33 BCF - 0411

4,0
(3,90 max.)

3,97 – 4,04

1,57 – 2,93 5,18

1,02 6,50

59

N/A N/A

BCF - 0505

2,15 – 3,43 5,69 54 BCF - 0506

2,66 – 3,94 6,19 49 BCF - 0507

3,68 – 4,96 7,21 42 BCF - 0509

4,69 – 5,97 8,22 36 BCF - 0511

5,71 – 5,99 9,24 32 BCF - 0513
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SPEED RIVETS FIXRIV | stainless steel

DOMED HEAD

Material
Stainless steel

Additional types on request

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

2,4
(2,35 max.)

2,36 – 2,44

1,14 – 2,42 3,98

0,89 4,30

64

N/A N/A

FDF - 0304

2,15 – 3,43 5,00 52 FDF - 0306

3,17 – 4,45 6,02 44 FDF - 0308

3,2
(3,14 max.)

3,26 – 3,34

0,64 – 1,91 3,86

0,99 6,60

59

1.300 2.000

FDF - 0403

1,14 – 2,42 4,37 58 FDF - 0404

1,65 – 2,87 4,87 50 FDF - 0405

2,15 – 3,43 5,39 48 FDF - 0406

3,17 – 4,45 6,41 42 FDF - 0408

4,19 – 5,47 7,42 37 FDF - 0410

5,20 – 6,48 8,44 33 FDF - 0412

6,22 – 7,50 9,45 29 FDF - 0414

4,0
(3,88 max.)

3,97 – 4,04

1,57 – 2,93 4,91

0,99 8,30

52

2.446 3.558

FDF - 0505

2,66 – 3,94 5,92 44 FDF - 0507

3,68 – 4,96 6,94 39 FDF - 0509

4,69 – 5,97 7,95 34 FDF - 0511

5,71 – 6,99 8,97 31 FDF - 0513

6,73 – 8,00 9,98 26 FDF - 0515

4,8
(4,77 max.)

4,85 – 4,93

1,65 – 3,30 5,39

1,17 9,80

46

3.558 5.114

FDF - 0606

2,03 – 3,94 6,10 42 FDF - 0607

3,68 – 5,21 7,37 35 FDF - 0609

4,95 – 6,48 8,64 31 FDF - 0611

6,22 – 7,75 9,91 27 FDF - 0613

7,49 – 9,02 11,18 24 FDF - 0615

8,76 – 10,29 12,45 22 FDF - 0617

10,03 – 11,56 13,46 20 FDF - 0619

   www.kvt-fastening.com

FASTEKS+® | sPeed rivets
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COUNTERSUNK HEAD

Material
Stainless steel

Additional types on request

SPEED RIVETS FIXRIV | stainless steel

   www.kvt-fastening.com

FASTEKS+® | sPeed rivets

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

3,2
(3,17 max.)

3,26 – 3,34

1,45 – 1,70 4,19 0,74

0,69

0,76

5,50

72

N/A N/A

FCF - 0404

1,27 – 2,29 4,32 72 FCF - 0405

1,52 – 2,79 4,77 64 FCF - 0406

2,54 – 3,81 5,79 52 FCF - 0407

3,56 – 4,83 6,81 44 FCF - 0408

4,57 – 5,84 7,82 38 FCF - 0410

5,59 – 6,86 8,84 33 FCF - 0411

4,0
(3,90 max.)

3,97 – 4,04

1,57 – 2,93 5,18

1,02 6,50

59

N/A N/A

FCF - 0505

2,15 – 3,43 5,69 54 FCF - 0506

2,66 – 3,94 6,19 49 FCF - 0507

3,68 – 4,96 7,21 42 FCF - 0509

4,69 – 5,97 8,22 36 FCF - 0511

5,71 – 5,99 9,24 32 FCF - 0513
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SPEED RIVETS FIXSHO | aluminum

DOMED HEAD

Material
Aluminum

Additional types on request

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

2,4
(2,48 max.)

2,49 – 2,55

0,00 – 1,57 3,17

1,0 4,3

73

N/A N/A

ADFS - 0304

1,57 – 3,17 4,75 52 ADFS - 0306

3,17 – 4,75 6,35 41 ADFS - 0308

3,2
(3,27 max.)

3,28 – 3,34

0,00 – 1,57 3,17

1,2 5,5

71

623 1000

ADFS - 0404

1,57 – 3,17 4,75 51 ADFS - 0406

3,17 – 4,75 6,35 39 ADFS - 0408

4,75 – 6,35 7,92 32 ADFS - 0410

6,35 – 7,92 9,52 27 ADFS - 0412

4,0
(4,06 max.)

4,09 – 4,16

1,57 – 3,17 4,75

1,5 6,5

47

979 1624

ADFS - 0506

3,17 – 4,75 6,35 38 ADFS - 0508

4,75 – 6,35 7,92 31 ADFS - 0510

6,35 – 7,92 9,52 27 ADFS - 0512

7,92 – 9,52 11,1 23 ADFS - 0514

9,52 – 11,10 12,7 21 ADFS - 0516

4,8
(4,82 max.)

4,85 – 4,93

0,00 – 1,57 3,96

1,8 8,9

50

1423 2291

ADFS - 0605

1,57 – 3,17 5,56 38 ADFS - 0607

3,17 – 4,75 7,17 33 ADFS - 0609

4,75 – 6,35 8,74 28 ADFS - 0611

6,35 – 7,92 10,31 24 ADFS - 0613

7,92 – 9,52 11,91 21 ADFS - 0615

9,52 – 11,10 13,49 19 ADFS - 0617

11,10 – 12,70 15,09 17 ADFS - 0619

   www.kvt-fastening.com

FASTEKS+® | sPeed rivets
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SPEED RIVETS FIXSHO | Zinc-Plated steel

DOMED HEAD

Material
Zinc-plated steel

Additional types on request

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

2,4
(2,48 max.)

2,49 – 2,55

0,00 – 1,57 3,17

1,0 4,3

73

N/A N/A

SDFS - 0304

1,57 – 3,17 4,75 52 SDFS - 0306

3,17 – 4,75 6,35 41 SDFS - 0308

3,2
(3,27 max.)

3,28 – 3,34

0,00 – 1,57 3,17

1,2 5,5

71

1148 1660

SDFS - 0404

1,57 – 3,17 4,75 51 SDFS - 0406

3,17 – 4,75 6,35 39 SDFS - 0408

4,75 – 6,35 7,92 32 SDFS - 0410

6,35 – 7,92 9,52 27 SDFS - 0412

4,0
(4,06 max.)

4,09 – 4,16

1,57 – 3,17 4,75

1,5 6,5

47

1926 2891

SDFS - 0506

3,17 – 4,75 6,35 38 SDFS - 0508

4,75 – 6,35 7,92 31 SDFS - 0510

6,35 – 7,92 9,52 27 SDFS - 0512

7,92 – 9,52 11,1 23 SDFS - 0514

9,52 – 11,10 12,7 21 SDFS - 0516

4,8
(4,82 max.)

4,85 – 4,93

0,00 – 1,57 3,96

1,8 8,9

50

2615 3790

SDFS - 0605

1,57 – 3,17 5,56 38 SDFS - 0607

3,17 – 4,75 7,17 33 SDFS - 0609

4,75 – 6,35 8,74 28 SDFS - 0611

6,35 – 7,92 10,31 24 SDFS - 0613

7,92 – 9,52 11,91 21 SDFS - 0615

9,52 – 11,10 13,49 19 SDFS - 0617

11,10 – 12,70 15,09 17 SDFS - 0619

   www.kvt-fastening.com

FASTEKS+® | sPeed rivets
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SPEED RIVETS FIXSHO | brass

DOMED HEAD

Material
Brass

Additional types on request

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

2,4
(2,48 max.)

2,49 – 2,55

0,00 – 1,57 3,17

1,0 4,3

73

N/A N/A

BDFS - 0304

1,57 – 3,17 4,75 52 BDFS - 0306

3,17 – 4,75 6,35 41 BDFS - 0308

3,2
(3,27 max.)

3,28 – 3,34

0,00 – 1,57 3,17

1,2 5,5

71

1.290 N/A

BDFS - 0404

1,57 – 3,17 4,75 51 BDFS - 0406

3,17 – 4,75 6,35 39 BDFS - 0408

4,75 – 6,35 7,92 32 BDFS - 0410

6,35 – 7,92 9,52 27 BDFS - 0412

4,0
(4,06 max.)

4,09 – 4,16

1,57 – 3,17 4,75

1,5 6,5

47

1.134 N/A

BDFS - 0506

3,17 – 4,75 6,35 38 BDFS - 0508

4,75 – 6,35 7,92 31 BDFS - 0510

6,35 – 7,92 9,52 27 BDFS - 0512

7,92 – 9,52 11,1 23 BDFS - 0514

9,52 – 11,10 12,7 21 BDFS - 0516

4,8
(4,82 max.)

4,85 – 4,93

0,00 – 1,57 3,96

1,8 8,9

50

1.387 N/A

BDFS - 0605

1,57 – 3,17 5,56 38 BDFS - 0607

3,17 – 4,75 7,17 33 BDFS - 0609

4,75 – 6,35 8,74 28 BDFS - 0611

6,35 – 7,92 10,31 24 BDFS - 0613

7,92 – 9,52 11,91 21 BDFS - 0615

9,52 – 11,10 13,49 19 BDFS - 0617

11,10 – 12,70 15,09 17 BDFS - 0619

   www.kvt-fastening.com
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SPEED RIVETS FIXSHO | stainless steel

DOMED HEAD

Material
Stainless steel

Additional types and availability on request

d1

nom.
I max. k max. d2 max. Rivets 

per pot

N N

Order 
description 

2,4
(2,48 max.)

2,49 – 2,55

0,00 – 1,57 3,17

1,0 4,3

73

N/A N/A

FDFS - 0304

1,57 – 3,17 4,75 52 FDFS - 0306

3,17 – 4,75 6,35 41 FDFS - 0308

3,2
(3,27 max.)

3,28 – 3,34

0,00 – 1,57 3,17

1,2 5,5

71

N/A N/A

FDFS - 0404

1,57 – 3,17 4,75 51 FDFS - 0406

3,17 – 4,75 6,35 39 FDFS - 0408

4,75 – 6,35 7,92 32 FDFS - 0410

6,35 – 7,92 9,52 27 FDFS - 0412

4,0
(4,06 max.)

4,09 – 4,16

1,57 – 3,17 4,75

1,5 6,5

47

N/A N/A

FDFS - 0506

3,17 – 4,75 6,35 38 FDFS - 0508

4,75 – 6,35 7,92 31 FDFS - 0510

6,35 – 7,92 9,52 27 FDFS - 0512

7,92 – 9,52 11,1 23 FDFS - 0514

9,52 – 11,10 12,7 21 FDFS - 0516

4,8
(4,82 max.)

4,85 – 4,93

0,00 – 1,57 3,96

1,8 8,9

50

N/A N/A

FDFS - 0605

1,57 – 3,17 5,56 38 FDFS - 0607

3,17 – 4,75 7,17 33 FDFS - 0609

4,75 – 6,35 8,74 28 FDFS - 0611

6,35 – 7,92 10,31 24 FDFS - 0613

7,92 – 9,52 11,91 21 FDFS - 0615

9,52 – 11,10 13,49 19 FDFS - 0617

11,10 – 12,70 15,09 17 FDFS - 0619

   www.kvt-fastening.com
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SPEED RIVETS FIXSCREW | Zinc-Plated steel

DOMED HEAD

Material
Zinc-plated steel

Can be used in materials with a hardness 
up to 105 Hv5

Additional types on request

d1

nom.

1 2

sm l1 d2 l2 d3 k Rivets 
per pot

sw

N N

Order 
description 

3,0
(2,8 

max.)

3,07 – 
3,15

2,82 – 
2,89

2,85

1,62

5,2

5,7

4,0

6,1 5,7

62

1/16"
1,6

899 800

SDFR - 3006

3,85 6,1 5,0 52 SDFR - 3007

4,83 7,1 6,0 43 SDFR - 3009

5,82 8,1 7,0 38 SDFR - 3010

6,81 9,1 8,0 34 SDFR - 3011

7,80 10,1 9,0 30 SDFR - 3012

10,72 13,1 11,9 23 SDFR - 3016

3,5
(3,1 
max)

3,50 – 
3,58

3,10 – 
3,17

2,85

1,62

5,2

5,8

4,0

6,1 5,8

62

5/64"
2,0

1.000 1.000

SDFR - 3506

3,85 6,1 5,0 52 SDFR - 3507

4,83 7,1 6,1 43 SDFR - 3509

5,82 8,1 7,0 38 SDFR - 3510

6,81 9,1 8,0 34 SDFR - 3511

7,80 10,1 9,0 30 SDFR - 3512

11,76 14,1 12,9 21 SDFR - 3517

4,0
(3,6 
max)

4,19
3,61 – 
3,68

2,85

1,62

5,2

6,0

4,0

6,4 6,0

62

2,5 1.299 1.201

SDFR - 4006

3,85 6,1 5,0 52 SDFR - 4007

4,83 7,1 6,0 43 SDFR - 4009

5,82 8,1 7,0 38 SDFR - 4010

6,81 9,1 8,0 34 SDFR - 4011

7,80 10,1 9,0 30 SDFR - 4012

9,78 12,1 11,0 25 SDFR - 4015
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Product d1

nom.
Mandrel 

type
Color

identifier
Dimensions Order 

description 
mandrel

Order 
description 

spring Head  Length

FI
XR

IV
A

lu
m

in
um

, z
in

c-
pl

at
ed

 s
te

el
, b

ra
ss

 2,4

2.36 – 2.44 Standard mandrel, standard length green 1,83

483

ZRTM-093-S

ZSTS-0932.46 – 2.54 Mandrel oversize 1, standard length yellow 1,93 ZRTM-093-1

2.56 – 2.64 Mandrel oversize 2, standard length blue 2,01 ZRTM-093-2

3,2

3.26 – 3.34 Standard mandrel, standard length green 2,34

483

ZRTM-125-S

ZSTS-1253.39 – 3.47 Mandrel oversize 1, standard length yellow 2,46 ZRTM-125-1

3.51 – 3.59 Mandrel oversize 2, standard length blue 2,59 ZRTM-125-2

4,0

3.97 – 4.04 Standard mandrel, standard length green 2,79

483

ZRTM-156-S

ZSTS-1564.10 – 4.17 Mandrel oversize 1, standard length yellow 2,92 ZRTM-156-1

4.22 – 4.29 Mandrel oversize 2, standard length blue 3,05 ZRTM-156-2

4,8

4.85 – 4.93 Standard mandrel, standard length green 3,58

483

ZRTM-187-S

ZSTS-187
4.98 – 5.06 Mandrel oversize 1, standard length yellow 3,71 ZRTM-187-1

5.10 – 5.18 Mandrel oversize 2, standard length blue 3,84 ZRTM-187-2

5.15 – 5.23 Mandrel oversize 3, standard length red 3,85 ZRTM-187-3

FIXRIV
Stainless steel

All sizes The correct FIXRIV mandrel for your application in stainless steel has to be evaluated by tests.

FI
XS

HO
A

lu
m

in
um

, z
in

c-
pl

at
ed

 s
te

el
, b

ra
ss

, 
st

ai
nl

es
s 

st
ee

l

2,4

2.49 – 2.55 Standard mandrel, standard length green 1,84

483

ZSTM-093-S

ZRTS-0932.53 – 2.59 Mandrel oversize 1, standard length yellow 1,88 ZSTM-093-1

2.58 – 3.04 Mandrel oversize 2, standard length blue 1,93 ZSTM-093-2

3,2

3.28 – 3.34 Standard mandrel, standard length green 2,24

483

ZSTM-125-S

ZRTS-125
3.38 – 3.44 Mandrel oversize 1, standard length yellow 2,34 ZSTM-125-1

3.53 – 3.59 Mandrel oversize 2, standard length blue 2,49 ZSTM-125-2

4.03 – 3.69 Mandrel oversize 3, standard length red 2,59 ZSTM-125-3

4,0

4.09 – 4.16 Standard mandrel, standard length green 2,72

483

ZSTM-156-S

ZRTS-156
4.29 – 4.36 Mandrel oversize 1, standard length yellow 2,92 ZSTM-156-1

4.47 – 4.54 Mandrel oversize 2, standard length blue 3,10 ZSTM-156-2

4.72 – 4.79 Mandrel oversize 3, standard length red 3,35 ZSTM-156-3

4,8

4.85 – 4.93 Standard mandrel, standard length green 3,35

483

ZSTM-187-S

ZRTS-1875.20 – 5.28 Mandrel oversize 1, standard length yellow 3,71 ZSTM-156-1

5.45 – 5.53 Mandrel oversize 2, standard length blue 3,96 ZSTM-156-2

FIXSCREW
Zinc-plated steel

3,0
See informa- 
tion on p. 18

Standard mandrel, standard length green 1,65 483 ZWTM-300-S ZRTS-300

3,5 Standard mandrel, standard length yellow 2,10 483 ZWTM-350-S ZRTS-350

4,0 Standard mandrel, standard length blue 2,62 483 ZWTM-400-S ZRTS-400

mandrel and sPring

Note: For a standard long nose piece or a curved nose piece, a long mandrel (508 mm) and a long spring are required. For the long 
size, please add „L“ to the part number.

Spring

Detailed view of FIXSCREW mandrel

FIXRIV mandrel

FIXSHO mandrel

Special FIXSHO mandrel for tight, short reach installations 
(please add „SR“ to the part number)

FIXSCREW mandrel
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nose Pieces

The nose piece is an important element of the speed rivet 
system and must be suitable for the application. Long and 
curved nose pieces are used in hard to reach or limited access 
areas, e.g. deep-seated sections or areas close to edge. 
In addition to the nose pieces illustrated, customized nose 
pieces to fit your application can be designed. By default, the 
nose pieces are delivered with a flat end. With the concave end 
profile higher clamp forces can be achieved for the FIXRIV. 
Contact us for consultation.

nose Pieces

d1

nom.
Type End profile Dimensions Part number

B D E

2,4

Standard flat 9,14 33,02 4,06 Z-7150-3003

Standard, long flat 10,41 58,42 4,06 Z-7150-4003

curved flat 10,41 57,91 4,06 Z-7150-5003

3,2

Standard flat 10,41 29,97 5,08 Z-7150-3004

Standard, long flat 10,41 55,37 5,08 Z-7150-4004

curved flat 10,41 56,39 5,08 Z-7150-5004

4,0

Standard flat 22,19 33,02 6,10 Z-7150-3005

Standard, long flat 22,19 58,42 6,10 Z-7150-4005

curved flat 22,19 56,64 6,10 Z-7150-5005

4,8

Standard flat 14,22 29,97 8,38 Z-7150-3006

Standard, long flat 14,22 58,42 8,38 Z-7150-4006

curved flat 14,22 56,13 8,38 Z-7150-5006

Standard nose piece	 Standard nose piece, long	 Nose piece, curved

consumable tooling Parts

Article Part number

Return stop ZRTM-IC

End profile, flat	 End profile, concave

ED

B
F

BB
E

D D

F

1.32”1.32”1.32”

1.125”1.125”1.125”

STANDARD NOSE LONG NOSE CURVED NOSE

ED

B
F

BB
E

D D

F

1.32”1.32”1.32”

1.125”1.125”1.125”

STANDARD NOSE LONG NOSE CURVED NOSE

ED

B
F

BB
E

D D

F

1.32”1.32”1.32”

1.125”1.125”1.125”

STANDARD NOSE LONG NOSE CURVED NOSE
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 �The RK-753 standard hand tool separates the pistol from the weight of the tool 
body, therefore, the operator carries only 1kg (2.2 lb).

  The hydropneumatic intensifier is located in a separating housing at ground level. 

 �The RK-753-P pantograph is based on the RK-753 standard hand tool and 
ensures a vertical application of the speed rivets due to its exact guidance.

 �The RK-753-I hand tool integrates the intensifier in the pistol. 
  It is suitable for spatial flexible applications. We can offer this tool on request.

 �The HTS-500 is designed to hang vertically. 
  The option to install the intensifier above the pistol allows for a very flexible   
  work place layout. 

 �The ETS 20 arrangement system ensures orderly, direct access to mandrels, 
mandrel springs and nose pieces. It can be assembled to all workplaces. 

We are pleased to assist you in selecting the appropriate device for 
your application.

tools

These hand tools for speed rivets offer a great set speed with up to one rivet per 
second and a high clamp force. All listed machines fit to FIXRIV, FIXSHO and 
FIXSCREW as well as to all equivalent types of speed rivets with diameters ranging 
from 2.4 mm to 4.8 mm.
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installation

steP 1:
Install the return stop into the tool and screw 
the nose piece on it.  

steP 2:
Insert the mandrel opposite to the setting direction 
in the hole of the podded rivets; the head of the 
mandrel rests against body of the first rivet. Tear 
off and dispose of the podding paper. 

steP 3:
Insert the spring onto the mandrel in the 
proper direction; the body of the spring 
touches the last rivet.

steP 4:
Split the nose jaws open and insert the mandrel 
assembly (mandrel, spring and rivets). Insert 
assembly inside the nose piece until the last 
rivet remains outside of the nose piece.

steP 5:
Make sure the head of the first rivet is about 2 mm 
away from the end profile of the nose piece. 

steP 6:
Using the handle of the tool, insert the rivet
and mandrel through the hole of your work
piece until the head is sitting flush on the
bearing surface. Pull the trigger to actuate
the tools cycle and clinch the rivet.

steP 7:
After proper assembly, the next rivet will
automatically feed through the nose piece to 
advance the next rivet.

1.6 mm
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KVT Fastening And sealing TECHNOLOGY

FASTENING, SEALING AND FLOW CONTROL 
SOLUTIONS FOR COMPLEX APPLICATIONS

The extensive KVT portfolio offers optimal 
solutions for your most challenging applications. 
The products included in this catalog represent 
only a selection from our entire product portfolio.

Upon request, we will be pleased to provide 
additional information or an individual 
consultation to you. Feel free to contact us!

For  more information about our range of 
products and order at our E-shop, please visit

    www.kvt-fastening.com

 KOENIG-EXPANDER®

  Plugs
 Self-clinching fasteners

 Stud welding systems  Access solutions

 Installation technology

 Blind rivet nuts

 �Quick fastening elements 
and clips

 Pressure intensifiers 3)

 Blind rivet technology

 Construction fasteners 2)

 Lock nuts

 �Quick release pins and 
spring plungers

 Thread inserts

 �Bonding fasteners

 Special processes 1) Adhesives and sealants 1)

 �Quick connectors 4)

1) Not available in Germany
2) Only available in Switzerland
3) Not available in Switzerland
4) Only available in Germany

 Screw technology



Specifications subject to change without notice.� 01/2013

THE TRUSTED WORLD LEADER IN 
FASTENING, SEALING AND 
FLOW CONTROL SOLUTIONS

Whether it is about choosing the optimal 
fastening, sealing or flow control element 
or about developing special solutions for 
complex process and construction 
procedures – efficiency and project safety 
are key in every single task.

Browse our website or contact us to find out 
more about the entire range of products and 
solutions in the field of high-end fastening, 
sealing and flow control technology.

For further information please visit:

   www.kvt-fastening.com

  �Energy technology

  �Precision engineering

  �Electrical engineering

  �Construction industry

  �Automotive

  �Aviation and aerospace

  �Medical technology

  �Hydraulics and industry

  �Transportation

  �Mechanical engineering

KVT-Fastening AG
Dietikon/Zürich | Switzerland
info-CH@kvt-fastening.com
www.kvt-fastening.ch

KVT-Fastening GmbH
Illerrieden | Germany
info-DE@kvt-fastening.com
www.kvt-fastening.de

KVT-Fastening GmbH
Asten/Linz | Austria
info-AT@kvt-fastening.com
www.kvt-fastening.at

KVT-Fastening Sp. z o.o.
Warsaw | Poland
info-PL@kvt-fastening.com
www.kvt-fastening.pl

KVT-Fastening S.R.L.
Bucureşti | Romania
info-RO@kvt-fastening.com
www.kvt-fastening.ro

KVT-Fastening spol. s.r.o.
Bratislava | Slovakia
info-SK@kvt-fastening.com
www.kvt-fastening.sk

KVT-Tehnika pritrjevanja d.o.o.
Ljubljana | Slovenia
info-Sl@kvt-fastening.com
www.kvt-fastening.si

KVT-Fastening s.r.o.
Brno | Czech Republic
info-CZ@kvt-fastening.com
www.kvt-fastening.cz

KVT-Fastening Kft.
Budapest | Hungary
info-HU@kvt-fastening.com
www.kvt-fastening.hu


